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Gamma 400 400 84 118 202 510 160 230 590 14.6 12 26.6

Gamma 600 600 84 118 202 710 160 230 790 18.6 15.8 34.4

Gamma 800 800 84 118 202 910 160 230 990 22.7 19.1 41.8

Gamma 1000 1000 84 118 202 1110 160 230 1190 26.9 22.5 49.4

Gamma 1200 1200 84 118 202 1310 160 230 1390 30.9 26.2 57.1

Gamma 1500 1500 84 118 202 1610 160 230 1690 36.8 31 67.8
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Presses for PVC/PU Conveyor Belts > Portable presses > Air-cooled

The technical data shown are subject to change without notice.

All the models may reach up to 2,5 Bar pressure (36PSI), but Gamma 1500, 2 Bar (29PSI) maximum pressure.

GAMMA

TECHNICAL DATA

Material Aluminium

Pressure Airbag
2.5Bar (36PSI) Max.

Heating Teflon heating elements 
200ºCmax.

Cooling Air
Belt Width Up to 1500mm

Platen length 160mm
Angle 90º

Belt G1 G2 G3 A B D L
Lower 
frame 
weight

Upper 
frame 
weight

Total weight 

Model mm mm mm mm mm mm mm mm Kg Kg Kg


